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é 1 EXISTING ASPHALT PAVEMENT, 8” & VARIES ~_
STA. 34+50.38 STA. 36+97.70 STA. 23+20.54 - N —
N 2064349.08 15.17° RT N 2064596.54 29.39" LT N 2083219.30 14.79' RT EXISTING GRANULAR SUBBASE, 47 & VARIES
E 958544.84 ELEV 900.61 E 958501.21 ELEV 898.60 £ 958540.39 ELEV 890.00
RAFFEL ROAD
RAN #12 RAN #14 PROPOSED TYPICAL SECTION
| | ) STATION 14+00 TO 34+46
/o PROPOSED
117\ ¢
i o VARIES 31" TO 46’ | VARIES 24 TO 34'
— E ! =
RAFFEL RD NOTE: RANDOM POINTS E & VAR, ( & VAR g
ARE ALL "SPIKES” 2 ! 11" & VAR ) |12
% L 2% & AR, P &
% & 4%l *
L
) /”44'4":753
STA. 19+74.10 STA. 144+10.13 |
N 2062872.84 1513 RT N 2062308.85 32.08" RT ! T
E 958540.28 ELEV 886.21 E 958556.44 ELEV 888.24 | !
—_— e — T \
* SEE CROSS-SECTIONS | ™~
FOR LOCATIONS OF SWALES ~.
(1) HOT-MIX ASPHALT (FULL DEPTH) 9” S —
(2) AGGREGATE SUBGRADE, 127
RAFFEL ROAD ALIGNMENT @ HOT-MIX ASPHALT SHOULDERS, 4”
STA. 13+00 @ SUB-BASE GRANULAR MATERIAL, TYPE B
N 2062198.77 BENCHMARKS (5) TOPSOIL FURNISH AND PLACE, 4" AND SEEDING, CLASS 2A
E 95852417 (&) POROUS GRANULAR EMBANKMENT, SUBGRADE 12" NOMINAL
~ (FIELD VERIFY DEPTH REQUIRED, SEE GEOTECHNICAL REPORT)
1 gTi Eﬁlfngzgl,RETHYDRANT AT WD‘IH GEOTECHNICAL FABRIC FOR GROUND STABILIZATION ’
Pl_STA. 24+00.15 CLEV 889.77 ; STA. 14+00 TO STA. 34+46.
N 2063298.92
E 958525.70 2. SPIKE EAST SIDE OF POWER POLE AT RAFFEL ROAD
: STA. 36+76, 36" LT PROPOSED TYPICAL SECTION
ELEV 898.16 STATION 34446 TO 36+45
PROPOSED
STA. 36+50 VARIES R 2 R VARIES
N 20684548.76 . 317 T0 46 ) 11 & VARIES I 11 & VAREES . 24 10 34 )
E 958530.43 .
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HOT-MIX ASPHALT MIXTURE REQUIREMENTS - !
—
-
e |
ITEM TYPE AR VOIDS !
HOT-MIX ASPHALT (FULL DEPTH), 9"
HOT-MIXASPHALT SURFACE COURSE, MiIX"C", N50, 1 172", (IL 9.5mm) PG 6422 | 4% @ 50 Gyr. s 1 '
HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2 1/2" PG 64-22° | 4% @ 50 Gyr.
HOT-MIX ASPHALT BASE COURSE, 5" PG 5892° | 4% @ 50 Gyr. - "
o7 WX ASPHALT WIDENING 7)) HOT-MiX ASPHALT REMOVAL, 1
HOT-MIX ASPHALT BASE COURSE WIDENING, 7 172" PG 58-22° | 4% @ 50 Gyr. (D) HOT-MiX ASPHALT SURFACE COURSE, MIX C, NS0, 1§
INCIDENTAL HOT-MIX ASPHALT SURFACING \ - ’ ’ ’
INCIDENTAL HOT-MIX ASPHALT SURFACING, MIX"C", N50, (iL 9.5mm) PG 64-22* | 4% @ 50 Gyr. @ HOT—MIX ASPHALT BASE COURSE WIDENING, 7 #"
HOT-MIX ASPHALT SHOULDERS
HOT-MIX ASPHALT SHOULDERS, 4" = PG 64-00% 7% @ 30 Gyr. @ COMBINATION CURB AND GUTTER, TYPE B—6.12
o CARECATE N - o
THE UNIT WEIGHT USED FOR ALL HOT-MIX ASPHALT QUANTITIES IS 112 POUNDS PER INCH THICKNESS PER SQUARE YARD. (&) AGCREGATE SUBGRADE, 12
* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22. (5) EXISTING COMBINATION CURB AND GUTTER, TYPE B-6.12
** SAME MIXES AS BINDER COURSE AND SURFACE COURSE.
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